
LED Film Viewers
KOWOLUX M Series

Evaluation of X-ray films
with highest contrast



KOWOLUX X models.

: KOWOLUX M1 KOWOLUX M2
Luminance, max.: 100,000 Cd/m² 100,000 Cd/m²
Film density, max.: 4.0 D 4.0 D
Control range: 0.2 … 100 % 0.2 … 100 %
Viewing screen: 
Rated power: 70 W 140 W
Power supply: 100 … 240 V, 50/60 Hz – 24 V DC, 90 W 100 … 240 V, 50/60 Hz – 24 V DC, 160 W
Dimensions: 325 x 62 x 150 mm 552 x 62 x 150 mm (WxDxH) - without carrying handle
Weight: 2.9 kg plus 0,5 kg power supply 4.5 kg plus 0.8 kg power supply

40,000 h 40,000 h
Color temperature of LEDs: 5,000 K 5,000 K
Housing: 
Viewing screen: crystal glass with 95 percent translucency, thermally cured 

Scope of supply:

Viewers and Accessories:

KOWOLUX M1  13 40400
13 40401

M1 Transport case 13 40405
13 40407

M1 Car power supply, 12 V 13 40408

13 40412
13 40413
13 40414

M1 – hole Ø 30 mm 13 40418
M1 – Iris Ø 4 … 75 mm 13 40419
M1 – 30 mm slit  13 40420

KOWOLUX M2 13 40450
13 40451

M2 Transport case 13 40455 
13 40457

M2 Car power supply, 12 V 13 40458

13 40462
13 40463
13 40464
13 40465
13 40466
13 40467

M2 – hole Ø 30 mm 13 40468
M2 – Iris Ø 4 … 75 mm 13 40469
M2 – 30 mm slit  13 40470
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